Searching PAJ 



Page 1 of 2 



PATENT ABSTRACTS OF JAPAN 

(1 1)Publication number : 10-173737 
(43)Date of publication of application : 26.06.1998 



(51)lnt.CI. 



H04M 1/00 
G10K 15/04 
H040 7/38 
H04H 1/08 
H04M 11/08 



(21) Application number : 08-326899 (71 Applicant : DIGITAL VISION LAB:KK 

(22) Date of filing : 06.12.1996 (72)lnventor : KEZUKA EMIKO 



(54) PERSONAL EQUIPMENT 

(57)Abstract: ( 
PROBLEM TO BE SOLVED: To provide a personal 
equipment, in which a desired incoming call tone is 
selected among diversified and various incoming call 
tones and which easily changes the incoming call tone. 
SOLUTION: A personal information terminal equipment 
20 has a selection means that selects a desired tone by 
the user among various and diversified incoming call 
tone stored in a center server, a communication 
equipment (a portable telephone set in this embodiment) 
30 that downloads music data of the incoming call tone 
selected by t he selection me jans-from-the center server 
via a network, a music data memory that stores the 
music data obtained from the communication equipment 
30, and a tone generating circuit that generates the 
incoming call tone according to the music data stored in the music data memory. 
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* NOTICES * 

JPO and NCI PI are not responsible for any 
damages caused by the use of this translation. 

1. This document has been translated by computer. So the translation may not reflect the original 
precisely. 

2. **** shows the word which can not be translated. 
3. In the drawings, any words are not translated. 



CLAIMS 



[Claim(s)] 

[Claim 1] The personal device characterized by providing a selection means for a user choosing a 
desired sound from two or more ringer tones stored in the pin center 5 large server, the means of 
communications for obtaining the music data of the ringer tone chosen by this selection means from said 
pin center,large server through a communication network, and a pronunciation means to pronounce a 
ringer tone according to the music data obtained from this means of communications. 
[Claim 2] The personal device according to claim 1 characterized by providing further a music data 
storage means to memorize everlastingly the music data obtained from said means of communications. 
[Claim 3] The personal device characterized by providing a pronunciation means to pronounce a ringer 
tone according to the music data concerned while being attached free [ attachment and detachment ] to 
the main frame, being prepared in the music box chip equipped with the music data carrier with which 
the music data of a ringer tone were recorded, and the main frame and reading music data from the 
music data carrier of said music box chip. 

[Claim 4] The personal device characterized by providing the music box chip equipped with the music 
data carrier with which it was attached free [ attachment and detachment ] to the main frame, and the 
music data of a ringer tone were recorded, and a pronunciation means to pronounce a ringer tone 
according to the music data concerned while reading music data from the music data carrier concerned. 
[Claim 5] The music data of said ringer tone are a personal device given in either claim 1 characterized 
by being data which define either the height of a sound, strength and merits and demerits at least, 2, 3 or 
4. 



[Translation done.] 
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* NOTICES * 

JPO and NCI PI are not responsible for any 
damages caused by the use of this translation. 

1 .This document has been translated by computer. So the translation may not reflect the original 
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3. In the drawings, any words are not translated. 



DETAILED DESCRIPTION 



[Detailed Description of the Invention] 
[0001] 

[Field of the Invention] This invention relates to the personal device which can use a personal 
information terminal (PDA:Personal Digital Assistance) or a portable telephone, mainly carrying. 
[0002] 

[Description of the Prior Art] In this kind known from the former of personal device, it has the so-called 
notice fixnction of arrival of the mail which notifies the notice of arrival of the mail of an electronic mail 
to the user of the device concerned, or the notice of arrival of the mail of a pager call by audible sound. 
The function concerned includes the notice function of arrival of the mail by vibration (vibration) in the 
wide sense more. 

[0003] In a situation many whose owners of the personal device of the same model are in a perimeter 
especially when using this kind of personal device outdoors, the same ringer tone will sing also in which 
owner's device. Therefore, in the case of arrival of the mail, it is hard to distinguish whether which 
device has sung. Then, two or more sorts of ringer tones are incorporated beforehand, and it enables it to 
change a ringer tone by choosing the class of ringer tone from the inside by the conventional personal 
device. 
[0004] 

[Problem(s) to be Solved by the Invention] There are the following troubles in the conventional personal 
device which was mentioned above. That is, the class of ringer tone with a selectable user will be limited 
to what was beforehand incorporated according to the type of specification etc. For this reason, there is a 
trouble that a request cannot be accepted from the user who wants to use a situation or the various ringer 
tones according to taste. 

[0005] Therefore, a user can choose a desired sound out of various ringer tones, and this invention aims 

at providing the selected ringer tone with the personal device which can be changed easily. 

[0006] 

[Means for Solving the Problem] The above-mentioned technical problem was solved, and in order to 
attain the purpose, the personal device of this invention is equipped with the following means. 
(1) The personal device of this invention is characterized by providing a selection means for a user 
choosing a desired sound from two or more ringer tones stored in the pin center,large server, the means 
of communications for obtaining the music data of the ringer tone chosen by this selection means from 
said pin center,large server through a communication network, and a pronunciation means to pronounce 
a ringer tone according to the music data obtained from this means of communications. 
[0007] According to this configuration, the music data of a user's favorite ringer tone chosen by the 
selection means can be obtained from a pin center,large server through means of communications. And 
pronunciation of a ringer tone is performed by the pronunciation means according to the obtained music 
data. That is, it becomes possible to choose various ringer tones acquirable from a pin center,large 
server, and to change easily. In addition, the thing which memorize temporarily the music data obtained 
from means of communications and for which it has volatile memory, for example is desirable. 
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(2) The personal device of this invention is characterized by providing further a music data storage 
means to memorize everlastingly the music data which are equipment given in the above (1), and were 
obtained from said means of communications. 

[0008] Since the music data downloaded from the pin center,large server are everlastingly memorizable 
according to this configuration, when pronouncing the same ringer tone repeatedly, it is not necessary to 
obtain music data from a pin center,large server each time. 

(3) It is characterized by providing a pronunciation means to pronounce a ringer tone according to the 
music data concerned while the personal device of this invention is attached free [ attachment and 
detachment ] to the main frame, is prepared in the music box chip equipped with the music data carrier 
with which the music data of a ringer tone were recorded, and the main frame and reads music data from 
the music data carrier of said music box chip. 

[0009] According to this configuration, a user can prepare a favorite music box chip by offering a 
variety of music box chips equipped with the music data carrier with which the music data of a different 
ringer tone were recorded. To a body, since the music box chip is easily removable, it can use a favorite 
ringer tone properly by handiness comparable as a changing battery. 

(4) The personal device of this invention is attached free [ attachment and detachment ] to the main 
frame, and it is characterized by providing the music box chip equipped with a pronunciation means to 
pronounce a ringer tone according to the music data concerned while it reads music data from the music 
data carrier with which the music data of a ringer tone were recorded, and the music data carrier 
concerned. 

[0010] According to this configuration, a user can prepare a favorite music box chip by offering a 
variety of music box chips equipped with the pronunciation ****** means in a ringer tone in a different 
tone according to this music data from the music data carrier with which the music data of a different 
ringer tone were recorded. To a body, since the music box chip is easily removable, it can use a favorite 
ringer tone properly by handiness comparable as a changing battery. 
[0011] 

[Embodiment of the Invention] Hereafter, the operation gestalt of the personal device of this invention is 
explained, referring to a drawing. 

(The 1st operation gestalt) Drawing 1 is drawing showing the appearance of the personal device 
concerning the 1st operation gestalt of this invention. The personal information terminal (PDA:Personal 
Digital Assistance) 20 and portable telephone 30 which were mentioned above are connected through 
connectors 22 and 24 and a cable 23, and the personal device of this operation gestalt is constituted. The 
personal information terminal 20 has the pen touch screen 21, through this screen 21, it is highly 
efficient and the high user interface of operability is realized. 

[0012] The function for managing individual humanity news efficiently and the so-called PIM function 
are carried in this personal information terminal 20. The PIM function concerned consists of various 
functions, such as task schedule management, an easy customer database, and an electronic mail. The 
equipment 20 of this operation gestalt has the notice function of arrival of the mail for audible sound to 
notify the notice of arrival of the mail of new mail in the electronic mail function especially. Therefore, 
the loudspeaker 28 for making a ringer tone sing is built in. 

[0013] Drawing 2 is the block diagram showing the outline configuration of the personal device 
concerning the 1st operation gestalt of this invention. A selection means for the personal information 
terminal unit 20 to choose the sound of a request of a user from the various ringer tones stored in the pin 
center,large server 50 (un-illustrating), The communication device 30 for downloading the music data of 
the ringer tone chosen by this selection means from the pin center,large server 50 through a network 
(here a mobile radiotelephone network, a cellular-phone network) (here portable telephone), It has the 
music data memory 25 which memorizes temporarily the music data obtained from this communication 
device 30 and which consists of volatile memory, for example, and the pronunciation circuit 29 which 
pronounces a ringer tone according to the music data memorized by this music data memory 25. CPU26 
manages actuation of the whole equipment. In addition, you may have a music data storage means to 
memorize everlastingly the music data obtained from the pin center,large server 50. In this case, when 
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pronouncing the same ringer tone repeatedly, there is an advantage that it is not necessary to obtain 
music data from the pin center, large server 50 each time. 

[0014] The software which can be performed by CPU26 realizes and, thereby, the above-mentioned 
selection means can display the list of selectable various ringer tones (favorite melody) on the pin 
center,large server 50 through the pen touch screen 21. Looking at a display here, a user can operate the 
screen 21 concerned and can choose a desired ringer tone. 

[0015] The music data downloaded through a communication device 30 from the pin center,large server 
50 are a thing of each sound which constitutes a ringer tone which defines either height, strength and 
merits and demerits at least. However, when making the quality of a ringer tone, and a class 
comparatively simple, only height (pitch) of a sound may be used as music data, and, thereby, reduction 
of the amount of data may be aimed at. 

[0016] According to this operation gestalt constituted as mentioned above, the music data of a user's 
favorite ringer tone chosen by the selection means download through a communication device 30 from 
the pin center,large server 50, and storage maintenance is carried out at the music data memory 25. And 
the music data memorized by the music data memory 25 by the pronunciation circuit 20 are read, and 
pronunciation of a ringer tone is performed according to the data concerned. That is, the thing which can 
be downloaded from the pin center,large server 50 and which it restricts, and various ringer tones are 
chosen and is changed easily becomes possible. 

[0017] For this reason, the class of ringer tone with a selectable user is not limited to what was 
beforehand incorporated according to that type of specification etc., and a request can be accepted from 
the user who wants to use a situation or the various ringer tones according to taste. 
[0018] Therefore, a user can choose a desired sound out of various ringer tones, and the selected ringer 
tone can be easily provided with the personal device which can be changed. In addition, the individual 
humanity news terminal unit 20 is not limited to the above-mentioned configuration. For example, it 
considers as the configuration directly linked with instead of [ which does not possess a communication 
device 30 ] through connectors 22 and 24 and a cable 23 to a server 40, and you may make it transmit 
music data with a cable from this server 40, as shown in drawing 3 . 

[0019] (The 2nd operation gestalt) Drawing 4 is drawing showing the appearance of the personal device 
concerning the 2nd operation gestalt of this invention. As shown in this drawing, the personal device of 
this operation gestalt is constituted by the individual humanity news terminal unit 10 which has the pen 
touch screen 1 1 and has the PIM function to use the same user interface as a thing and the interface 
concerned of the 1 st operation gestalt. 

[0020] Unlike the 1st operation gestalt, the individual humanity news terminal unit 10 of this operation 
gestalt does not possess the communication device for downloading the music data of a ringer tone from 
a pin center,large server etc. Instead, it has the terminating signal pronunciation section (music box chip) 
12 which was removable free and built in the loudspeaker 15 to the individual humanity news terminal 
unit 10 concerned. 

[0021] Drawing 5 is the block diagram showing the outline configuration of the individual humanity 
news terminal unit 10. As shown in this drawing, the individual humanity news terminal unit 10 has the 
composition that the music box chip 12 which consists of music data ROM 13 which are a music data 
carrier, and a pronunciation circuit 1 5 containing a loudspeaker is connected free [ attachment and 
detachment ] to the Maine base 14. 

[0022] Thus, according to this constituted operation gestalt, a variety of music box chips 12 which can 
pronounce the ringer tone of a different tone according to a different ringer tone, i.e., different music 
data, can be offered easily, and a user can choose the favorite music box chip 12. To a body, since the 
music box chip 12 is easily removable, it can use a favorite ringer tone properly by handiness 
comparable as a changing battery. For example, a soft ringer tone is used for Nighttime when the child is 
sleeping, and when coming out to the outdoors, the directions of substituting for the thing of a powerful 
sound are realized. 

[0023] In addition, the pronunciation circuit 15 in the above-mentioned music box chip 12 may be 
established in the main frame side including the Maine base 14. In this case, although the tone of a 
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ringer tone etc. is limited to the pronunciation circuit 15, the cost of the music box chip 12 is mitigable. 
[0024] In this way, according to the 2nd operation gestalt, the class of ringer tone with a selectable user 
is not limited to what was beforehand incorporated according to the type of specification etc., and can 
accept a request from the user who wants to use a situation or the various ringer tones according to taste. 
[ as well as the 1st operation gestalt ] 

[0025] Therefore, a user can choose a desired sound out of various ringer tones, and the selected ringer 
tone can be easily provided with the personal device which can be changed. In addition, this invention 
cannot be limited to the operation gestalt mentioned above, but can deform variously, and can be carried 
out. 
[0026] 

[Effect of the Invention] As explained above, according to this invention, a user can choose a desired 
sound out of various ringer tones, and the selected ringer tone can be easily provided with the personal 
device which can be changed. 

[Translation done.] 
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* NOTICES * 

JPO and NCI PI are not responsible for any 
damages caused by the use of this translation. 

1. This document has been translated by computer. So the translation may not reflect the original 
precisely. 

2. **** shows the word which can not be translated. 
3. In the drawings, any words are not translated. 



TECHNICAL FIELD 

[Field of the Invention] This invention relates to the personal device which can use a personal 
information terminal (PDA:Personal Digital Assistance) or a portable telephone, mainly carrying. 



[Translation done.] 
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* NOTICES * 

JPO and NCIPI are not responsible for any 
damages caused by the use of this translation. 

1 .This document has been translated by computer. So the translation may not reflect the original 
precisely. 

2 **** shows the word which can not be translated. 
3. In the drawings, any words are not translated. 

PRIOR ART 

[Description of the Prior Art] In this kind known from the former of personal device, it has the so-called 
notice ftinction of arrival of the mail which notifies the notice of arrival of the mail of an electronic mail 
to the user of the device concerned, or the notice of arrival of the mail of a pager call by audible sound. 
The function concerned includes the notice function of arrival of the mail by vibration (vibration) in the 
wide sense more. 

[0003] In a situation many whose owners of the personal device of the same model are in a perimeter 
especially when using this kind of personal device outdoors, the same ringer tone will sing also in which 
owner's device. Therefore, in the case of arrival of the mail, it is hard to distinguish whether which 
device has sung. Then, two or more sorts of ringer tones are incorporated beforehand, and it enables it to 
change a ringer tone by choosing the class of ringer tone from the inside by the conventional personal 
device. 



[Translation done.] 
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* NOTICES * 

JPO and NCI PI are not responsible for any 
damages caused by the use of this translation. 

1 .This document has been translated by computer. So the translation may not reflect the original 
precisely. 

2.**** shows the word which can not be translated. 
3. In the drawings, any words are not translated. 



EFFECT OF THE INVENTION 

[Effect of the Invention] As explained above, according to this invention, a user can choose a desired 
sound out of various ringer tones, and the selected ringer tone can be easily provided with the personal 
device which can be changed. 

[Translation done.] 
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TECHNICAL PROBLEM 



[Problem(s) to be Solved by the Invention] There are the following troubles in the conventional personal 
device which was mentioned above. That is, the class of ringer tone with a selectable user will be limited 
to what was beforehand incorporated according to the type of specification etc. For this reason, there is a 
trouble that a request cannot be accepted from the user who wants to use a situation or the various ringer 
tones according to taste. 

[0005] Therefore, a user can choose a desired sound out of various ringer tones, and this invention aims 
at providing the selected ringer tone with the personal device which can be changed easily. 



[Translation done.] 
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MEANS 

[Means for Solving the Problem] The above-mentioned technical problem was solved, and in order to 
attain the purpose, the personal device of this invention is equipped with the following means. 

(1) The personal device of this invention is characterized by providing a selection means for a user 
choosing a desired sound from two or more ringer tones stored in the pin center,large server, the means 
of communications for obtaining the music data of the ringer tone chosen by this selection means from 
said pin center,large server through a communication network, and a pronunciation means to pronounce 
a ringer tone according to the music data obtained from this means of communications. 

[0007] According to this configuration, the music data of a user's favorite ringer tone chosen by the 
selection means can be obtained from a pin center,large server through means of communications. And 
pronunciation of a ringer tone is performed by the pronunciation means according to the obtained music 
data. That is, it becomes possible to choose various ringer tones acquirable from a pin center,large 
server, and to change easily. In addition, the thing which memorize temporarily the music data obtained 
from means of communications and for which it has volatile memory, for example is desirable. 

(2) The personal device of this invention is characterized by providing further a music data storage 
means to memorize everlastingly the music data which are equipment given in the above (1), and were 
obtained from said means of communications. 

[0008] Since the music data downloaded from the pin center,large server are everlastingly memorizable 
according to this configuration, when pronouncing the same ringer tone repeatedly, it is not necessary to 
obtain music data from a pin center,large server each time. 

(3) It is characterized by providing a pronunciation means to pronounce a ringer tone according to the 
music data concerned while the personal device of this invention is attached free [ attachment and 
detachment ] to the main frame, is prepared in the music box chip equipped with the music data carrier 
with which the music data of a ringer tone were recorded, and the main frame and reads music data from 
the music data carrier of said music box chip. 

[0009] According to this configuration, a user can prepare a favorite music box chip by offering a 
variety of music box chips equipped with the music data carrier with which the music data of a different 
ringer tone were recorded. To a body, since the music box chip is easily removable, it can use a favorite 
ringer tone properly by handiness comparable as a changing battery. 

(4) The personal device of this invention is attached free [ attachment and detachment ] to the main 
frame, and it is characterized by providing the music box chip equipped with a pronunciation means to 
pronounce a ringer tone according to the music data concerned while it reads music data from the music 
data carrier with which the music data of a ringer tone were recorded, and the music data carrier 
concerned. 

[0010] According to this configuration, a user can prepare a favorite music box chip by offering a 
variety of music box chips equipped with the pronunciation ****** means in a ringer tone in a different 
tone according to this music data from the music data carrier with which the music data of a different 
ringer tone were recorded. To a body, since the music box chip is easily removable, it can use a favorite 
ringer tone properly by handiness comparable as a changing battery. 
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[0011] 

[Embodiment of the Invention] Hereafter, the operation gestalt of the personal device of this invention is 
explained, referring to a drawing. 

(The 1st operation gestalt) Drawing 1 is drawing showing the appearance of the personal device 
concerning the 1st operation gestalt of this invention. The personal information terminal (PDA:Personal 
Digital Assistance) 20 and portable telephone 30 which were mentioned above are connected through 
connectors 22 and 24 and a cable 23, and the personal device of this operation gestalt is constituted. The 
personal information terminal 20 has the pen touch screen 21, through this screen 21, it is highly 
efficient and the high user interface of operability is realized. 

[0012] The function for managing individual humanity news efficiently and the so-called PIM function 
are carried in this personal information terminal 20. The PIM function concerned consists of various 
functions, such as task schedule management, an easy customer database, and an electronic mail. The 
equipment 20 of this operation gestalt has the notice function of arrival of the mail for audible sound to 
notify the notice of arrival of the mail of new mail in the electronic mail function especially. Therefore, 
the loudspeaker 28 for making a ringer tone sing is built in. 

[0013] Drawing 2 is the block diagram showing the outline configuration of the personal device 
concerning the 1st operation gestalt of this invention. A selection means for the personal information 
terminal unit 20 to choose the sound of a request of a user from the various ringer tones stored in the pin 
center,large server 50 (un-illustrating), The communication device 30 for downloading the music data of 
the ringer tone chosen by this selection means from the pin center,large server 50 through a network 
(here a mobile radiotelephone network, a cellular-phone network) (here portable telephone), It has the 
music data memory 25 which memorizes temporarily the music data obtained from this communication 
device 30 and which consists of volatile memory, for example, and the pronunciation circuit 29 which 
pronounces a ringer tone according to the music data memorized by this music data memory 25. CPU26 
manages actuation of the whole equipment. In addition, you may have a music data storage means to 
memorize everlastingly the music data obtained from the pin center,large server 50. In this case, when 
pronouncing the same ringer tone repeatedly, there is an advantage that it is not necessary to obtain 
music data from the pin center,large server 50 each time. 

[0014] The software which can be performed by CPU26 realizes and, thereby, the above-mentioned 
selection means can display the list of selectable various ringer tones (favorite melody) on the pin 
center,large server 50 through the pen touch screen 21. Looking at a display here, a user can operate the 
screen 21 concerned and can choose a desired ringer tone. 

[0015] The music data downloaded through a communication device 30 from the pin center,large server 
50 are a thing of each sound which constitutes a ringer tone which defines either height, strength and 
merits and demerits at least. However, when making the quality of a ringer tone, and a class 
comparatively simple, only height (pitch) of a sound may be used as music data, and, thereby, reduction 
of the amount of data may be aimed at. 

[0016] According to this operation gestalt constituted as mentioned above, the music data of a user's 
favorite ringer tone chosen by the selection means download through a communication device 30 from 
the pin center,large server 50, and storage maintenance is carried out at the music data memory 25. And 
the music data memorized by the music data memory 25 by the pronunciation circuit 20 are read, and 
pronunciation of a ringer tone is performed according to the data concerned. That is, the thing which can 
be downloaded from the pin center,large server 50 and which it restricts, and various ringer tones are 
chosen and is changed easily becomes possible. 

[0017] For this reason, the class of ringer tone with a selectable user is not limited to what was 
beforehand incorporated according to that type of specification etc., and a request can be accepted from 
the user who wants to use a situation or the various ringer tones according to taste. 
[0018] Therefore, a user can choose a desired sound out of various ringer tones, and the selected ringer 
tone can be easily provided with the personal device which can be changed. In addition, the individual 
humanity news terminal unit 20 is not limited to the above-mentioned configuration. For example, it 
considers as the configuration directly linked with instead of [ which does not possess a communication 
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device 30 ] through connectors 22 and 24 and a cable 23 to a server 40, and you may make it transmit 
music data with a cable from this server 40, as shown in drawing 3 . 

[0019] (The 2nd operation gestalt) Drawing 4 is drawing showing the appearance of the personal device 
concerning the 2nd operation gestalt of this invention. As shown in this drawing, the personal device of 
this operation gestalt is constituted by the individual humanity news terminal unit 10 which has the pen 
touch screen 1 1 and has the PIM function to use the same user interface as a thing and the interface 
concerned of the 1st operation gestalt. 

[0020] Unlike the 1st operation gestalt, the individual humanity news terminal unit 10 of this operation 
gestalt does not possess the communication device for downloading the music data of a ringer tone from 
a pin center,large server etc. Instead, it has the terminating signal pronunciation section (music box chip) 
12 which was removable free and built in the loudspeaker 15 to the individual humanity news terminal 
unit 10 concerned. 

[0021] Drawing 5 is the block diagram showing the outline configuration of the individual humanity 
news terminal unit 10. As shown in this drawing, the individual humanity news terminal unit 10 has the 
composition that the music box chip 12 which consists of music data ROM 13 which are a music data 
carrier, and a pronunciation circuit 15 containing a loudspeaker is connected free [ attachment and 
detachment ] to the Maine base 14. 

[0022] Thus, according to this constituted operation gestalt, a variety of music box chips 12 which can 
pronounce the ringer tone of a different tone according to a different ringer tone, i.e., different music 
data, can be offered easily, and a user can choose the favorite music box chip 12. To a body, since the 
music box chip 12 is easily removable, it can use a favorite ringer tone properly by handiness 
comparable as a changing battery. For example, a soft ringer tone is used for Nighttime when the child is 
sleeping, and when coming out to the outdoors, the directions of substituting for the thing of a powerful 
sound are realized. 

[0023] In addition, the pronunciation circuit 15 in the above-mentioned music box chip 12 may be 
established in the main frame side including the Maine base 14. In this case, although the tone of a 
ringer tone etc. is limited to the pronunciation circuit 15, the cost of the music box chip 12 is mitigable. 
[0024] In this way, according to the 2nd operation gestalt, the class of ringer tone with a selectable user 
is not limited to what was beforehand incorporated according to the type of specification etc., and can 
accept a request from the user who wants to use a situation or the various ringer tones according to taste. 
[ as well as the 1st operation gestalt ] 

[0025] Therefore, a user can choose a desired sound out of various ringer tones, and the selected ringer 
tone can be easily provided with the personal device which can be changed. In addition, this invention 
cannot be limited to the operation gestalt mentioned above, but can deform variously, and can be carried 
out. 
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* NOTICES * 

JPO and NCIPI are not responsible for any 
damages caused by the use of this translation. 

1 .This document has been translated by computer. So the translation may not reflect the original 
precisely. 

2.**** shows the word which can not be translated. 
3. In the drawings, any words are not translated. 



DESCRIPTION OF DRAWINGS 



[Brief Description of the Drawings] 

[Drawing 1] Drawing showing the appearance of the personal device concerning the 1st operation 
gestalt of this invention. 

[Drawing 2] The block diagram showing the outline configuration of the personal device concerning the 
1st operation gestalt of this invention. 

[Drawing 3] Drawing showing the appearance of other examples of a configuration of the personal 
device concerning the 1 st operation gestalt of this invention. 

[Drawing 4] Drawing showing the appearance of the personal device concerning the 2nd operation 
gestalt of this invention. 

[Drawing 5] The block diagram showing the outline configuration of the personal device concerning the 
2nd operation gestalt of this invention. 
[Description of Notations] 

10 20 - Individual humanity news terminal unit 

1 1 21 - Pen touch screen 

12 -- Music box chip 

13 Music data ROM 
14 -Maine base 

1 5 — Pronunciation circuit (loudspeaker) 

22 24 -- Connector 

23 » Cable 

25 - Music data memory 

26 » CPU 

29 -- Pronunciation circuit 

30 ~ Communication device (portable telephone) 
50 - Pin center,large server 
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